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In this paper, the concept of load-modulated power ampliﬁers (PAs) is studied. Two GaN-HEMT power ampliﬁers (PAs),
targeted for high efﬁciency at maximum and output back-off (OBO) power levels, are designed, implemented, and tested
across 1.8–2.2 GHz. The load modulation in the ﬁrst design is realized by tuning the shunt capacitors in the output matching
network. A novel method is employed in the second design, where barium–stronrium–titante is used for the realization of load
modulation. The large-signal measurement results across the desired band show 59–70% drain efﬁciency at 44–44.5 dBm
output power for both designs. Using the available tunable technique, the drain efﬁciency of the PAs is enhanced by
4–20% at 6 dB OBO across the bandwidth.
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I . I NTRODUCT ION
Owing to the rapid growth of subscribers in wireless communi-
cation systems [1] and the emergence of new communication
standards, such as worldwide interoperability for microwave
access (WIMAX) and 4 G long-term evolution (LTE), the
mobile radio base stations (RBSs) must process different types
of standards in increasing number of frequency bands. At the
core of the RBS, the power ampliﬁer (PA) is one of themost crit-
ical components since its performance affects the overall system
performance in terms of output power, bandwidth, and
efﬁciency [2, 3]. Modulation schemes, such as orthogonal-
frequency-division multiplexing (OFDM), and quadrature
amplitude modulation (QAM) are used in modern wireless
communication systems to maximize the spectral efﬁciency
[2]. These modulation schemes result in signals with large amp-
litude variations and peak to average power ratios (PAPRs) in
the range of 6–12 dB [4, 5]. In order to prevent strong distortion
of the signal, these signals require the PA to operate at an
average output power far below from the saturation region
and hence, at low-efﬁciency levels.
Various techniques have been proposed to enhance the
efﬁciency of PAs at back-off operation. Dynamic supply
modulation (DSM) [6, 7] and dynamic load modulation
(DLM) [8] have proven themselves to be the most promising
methods. The DSM method requires efﬁcient DC/DC con-
verter as well as efﬁcient envelope tracking ampliﬁcation,
whereas the DLM may be realized using extra active devices
as implemented in Doherty ampliﬁers [9] or using passive
components [10]. In terms of cost, complexity, and additional
power consumption, DLM using passive components seems
to be more efﬁcient than DSM and Doherty ampliﬁers in
spite of the challenges in the dynamic range of power detector
and the required speed to follow the envelope variation.
DLM can be realized by tunable matching networks
(TMNs) using conventional passive components such as
micro-electro-mechanical systems (MEMS) [10] semicon-
ductor or ferroelectric-based varactors [11]. Alternatively,
passive load modulation technique using barium–stron-
tium–titanate (BST) varactors can be implemented [12].
Recently, thick-ﬁlm BST components have demonstrated
promising perspectives in terms of tunability with high-power
capability [13]. Generally, BST-based TMN does not add any
extra power consumption to the whole design due to the
nA-range DC current leakage. The TMN, which presents dif-
ferent load impedances at various power levels, can be
deployed to compensate the amplitude and phase distortions
generated by the transistor [14]. The use of this promising
technology opens new horizons to PA design with high efﬁ-
ciency at backed off power levels with low cost, low complex-
ity, and low-power consumption. This paper is an extension
Corresponding author:
M. T. Arnous
Email: Mhd.t.arnous@tu-berlin.de
1Microwave Engineering Laboratory, Berlin Institute of Technology, Berlin,
Germany. Phone: +49 30 31426814
2Institute for Microwave Engineering and Photonics, Technische Universitaet
Darmstadt, Darmstadt, Germany
3Ferdinand-Braun-Institut (FBH), Leibniz-Institut fuer Hoechstfrequenztechnik,
Berlin, Germany
253
International Journal of Microwave and Wireless Technologies, 2014, 6(3/4), 253–263. # Cambridge University Press and the European Microwave Association, 2014
doi:10.1017/S1759078714000518
https://www.cambridge.org/core/terms. https://doi.org/10.1017/S1759078714000518
Downloaded from https://www.cambridge.org/core. Universitaetsbibliothek, on 24 Nov 2017 at 07:33:07, subject to the Cambridge Core terms of use, available at
and further work of [15], where a broadband load-modulated
PA using BST-based TMN was introduced for the ﬁrst time as
a main part of the matching network and used for load modu-
lation. In this article, a new PA using distributed and lumped
components has been designed and implemented to operate in
the same band of the BST-based PA (BST-PA). This PA can be
considered as a reference design to evaluate the performance
of the BST-PA. The new PA tunability method is realized by
changing the lumped components values of the output match-
ing network (OMN) according to the output power level.
Therefore, efﬁciency enhancement could be achieved at
back-off output power level over the whole bandwidth. Both
PA concepts are evaluated and compared in terms of large-
signal measurements at maximum as well as 6 dB output
back-off (OBO) power level.
The paper is organized as follows: the active device used in
these PAs is characterized in Section II, while the design
approach of matching networks is presented in Section III.
The experimental results of both PAs are presented, com-
pared, and discussed in Section IV. Finally, conclusions
drawn from this work are given in Section V.
I I . D EV ICE CHARACTER I ZAT ION
To design the proposed PAs, a 25 W GaN-HEMT packaged
device (CGH40025) [16] was selected as the active device.
The ﬁrst step to design the PAs was to characterize the
transistor. The device was biased in class AB mode with a
drain voltage of VDD ¼ 28 V and a drain current of IDQ ¼
135 mA. A harmonic load-pull simulation was used to
extract the optimum load impedances at fundamental,
second, and third harmonics of the transistor over the
desired bandwidth. The optimum load impedances ensure a
high-power added efﬁciency (PAE) at various output power
levels across the desired bandwidth. The optimum output
impedance varies with both power and frequency. When the
power level drops from 44 to 35 dBm, the desired impedance
becomes more inductive as depicted in Fig. 1. In addition,
the trajectory of the optimum load impedances at 1.8, 2.0,
and 2.2 GHz at various output power levels are illustrated sep-
arately. Simultaneously, the real part of the optimum load
impedance varies between 5 and 14 V over the design band.
Moreover, the ﬁgure depicts the safe region of the second har-
monic load impedances, where the PAE is reserved at
maximum available value across the bandwidth at various
output power level. Consequently, load modulation of the
OMN is necessary to realize these different load impedances.
The effect of the harmonic load impedances on output
power and efﬁciency was analyzed and considered in this
study. The phase and the magnitude of the second harmonic
were varied across the periphery of the Smith chart in order to
study their inﬂuences on the performance of the device.
Figure 2(a) shows the PAE versus the phase variation of
second harmonic and magnitude at the center frequency
(2.0 GHz), where the third harmonic was shorted during
this analysis. It is noticed that the PAE was rather independent
of the second harmonic phase except the region (1708–3008).
In this region, the efﬁciency performance of the active device
was dramatically degraded. Whereas, the magnitude inﬂuence
of the second harmonic reﬂection coefﬁcient, which is illu-
strated in the same ﬁgure, had less inﬂuence on the perform-
ance of the PA than the phase of the reﬂection coefﬁcient. By
maintaining a high magnitude of the second harmonic load
reﬂection coefﬁcient and simultaneously avoiding operation
at critical phase zones, near short-circuit termination, will
result in high-efﬁciency performance of the PA over the
desired bandwidth. Moreover, the impact of the third harmo-
nics was also analyzed at the center frequency (2.0 GHz) by
ﬁxing the second harmonic gamma load (D2f0) in the safe
region with a magnitude of 0.9 and phase of 1208 as shown
Fig. 1. Optimum fundamental load impedances (Zopt2Load) contours at 1.8,
2.0, and 2.2 GHz (triangles, squares, and circles respectively) at 44, 41, 38,
and 35 dBm output power levels. Second harmonic load impedance safe
region (dark zone). Optimum fundamental source impedances (Zopt2Source)
at maximum output power level (gray shaded circle) across the bandwidth.
Fig. 2. (a) Inﬂuence of the second harmonic reﬂection coefﬁcient phase and magnitude on PAE at f0 ¼ 2.0 GHz. (b) Inﬂuence of the third harmonic reﬂection
coefﬁcient phase on PAE across the bandwidth with D2f0 ¼ 0.9/1208 at VDD ¼ 28 V, IDQ ¼ 135 mA.
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in Fig. 2(b). It shows the maximum PAE which can be reached
of the device versus the phase variation of the third harmonic
impedances.
Finally, the optimum source impedances of the transistor
were extracted in a similar analysis. Figure 1 also shows the
optimum fundamental source impedances (Zopt2Source) loca-
tion range across the bandwidth. Based on the extracted impe-
dances, the input matching network (IMN) was designed to
ensure high and ﬂat gain behavior over the whole bandwidth.
The implemented IMN consists of stepped transmission lines
and a single stub to compensate the parasitic effects at the
input of the device [16]. An important factor regarding the
design of the IMN was to obtain unconditionally stable tran-
sistor operation which is represented by stability factor K that
must be larger than unity over the whole frequency spectrum.
For this purpose, a series resistor was added at the input of the
ampliﬁer and bypassed by a capacitor to improve the stability
at higher frequencies without causing a degradation of the
gain across the bandwidth. Moreover, a parallel resistor was
applied to the gate side to ensure the stability at lower fre-
quency bands. Finally, an additional shunt RC network was
added to the design to enhance the stability over the whole fre-
quency spectrum. The IMN for both designs had the same
topology to have a reasonable comparison between them.
The goal of both PAs is to provide high efﬁciency at
maximum and OBO levels across the desired band.
Therefore, a TMN is required to change the load impedances
according to the output power levels. In the ﬁrst design, cap-
acitor power ampliﬁer (CAP-PA), the OMN will be tuned
manually by replacing the capacitors according to the required
output power level; whereas in the second design (BST-PA),
the OMN will be tuned by adjusting the control voltage of
the BST-based TMN.
I I I . MATCH ING NETWORK DES IGN
APPROACHES
The OMN design approaches of both designs based on the
characterization analysis in Section II are presented here.
A) First design using lumped capacitors
(CAP-PA)
A multi-stage low-pass ﬁlter was used in the CAP-PA design.
The OMN consists of three L-type matching networks in
cascade, which is called two-stage ladder matching network.
The advantage of ladder network over the Q type network
is that for higher impedance transformation ratios, the Q of
a three-stage network is signiﬁcantly lower and ensures a
good matching across the bandwidth. However, this lower Q
yields higher losses over the bandwidth. In this OMN, all
lumped components were converted step by step to distribu-
ted components; expect two capacitors C1 and C2. They were
used to tune the PA to get the maximum available efﬁciency
depending on the output power level. Table 1 shows the
required capacitance values at various output power levels.
The table shows that C1 can be ﬁxed and converted to shunt
stub based on simulation results. Nevertheless, it is more con-
venient to use a lumped component in order to be able to tune
the design further after its fabrication.
Based on these extracted values, the OMN was simulated
and the reﬂection coefﬁcient of matching network at the
drain reference plane was considered. Figure 3 shows the
reﬂection coefﬁcient of matching network by changing
the capacitance values based on required output power from
high to low level, respectively. The simulation results show
that the fundamental as well as the second harmonic response
of the matching network were adjusted in safe region as shown
in Fig. 3.
The schematic of the OMN design as well as the prototype
is shown in Fig. 4. The broadband PA structure was realized
on a Rogers 4003C (1r ¼ 3.55) substrate with a thickness of
508 mm. The size of the realized PA, shown in Fig. 4(a), is
8 cm × 5.5 cm.
B) Second design using BST (BST-PA)
The main difference between the two designs is the tunability
approach. The load is tuned electronically with BST-based
varactors in this design. BST has an E-ﬁeld-dependent permit-
tivity, and hence allows the fabrication of electrically tunable
inter digital capacitor (IDC) varactors as depicted in Fig. 5.
Moreover, BST has moderate insertion loss tan D ~ 0.01 in
telecommunication frequency range and offers sufﬁcient tun-
ability t(400 V ) in the range of 40–80% depending on the
technology and the tuning ﬁeld applied. Here, the tunability
is deﬁned as capacitance change normalized to the un-tuned
capacitance. The mathematical relationship between the bias
voltage and the capacitance is expressed in (1).
t(V) = C(0)− C(V)
C(0)
, (1)
where t(V ) is the tunability range with respect to V; V is the
applied control voltage of the BST; C(0) the tunable
Fig. 3. DLoad simulation results of realized output matching network changing
capacitance values based on required output power levels at 44, 41, 38, and
35 dBm (square, circle symbols, light, and dark lines, respectively) across
1.8–4.4 GHz.
Table 1. Required capacitance values based on various output power
levels at 1.8–2.2 GHz.
Pout level (dBm) C1 (pF) C2 (pF) PAE (%) h (%)
44 0.6 0.2 60–63.8 68–75
41 0.6 0.9 50–63.5 54–67
38 0.6 1.5 43–51 48–54
35 0.6 1.8 34–40 36–45
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capacitance at V ¼ 0; C(V ) the tunable capacitance with
respect to V.
For the presented work, thick-ﬁlm technology was chosen
over thin-ﬁlm technology, due to the requirements, such as
linearity and tuning voltage. The fabrication and processing
of BST as well as the realization of tunable components
based on BST thick-ﬁlms can be found in [17, 18]. The gaps
of the IDC ﬁngers were set to g ¼ 15 mmwhich is a comprom-
ise between linearity and tunability.
The measured capacitance drop of IDC processed on top of
a BST thick-ﬁlm layer is depicted in Fig. 6. The ﬁgure illus-
trates a measured tunability of t(400 V ) ¼ 50% which corre-
sponds an electrical ﬁeld of 26 V/mm. Further increase in bias
voltage can lead to higher tunability. However, it is limited by
the breakdown voltage through air, and can be extended
further by passivation.
The OMN considers just the fundamental load impe-
dances, due to the limited tuning range in the BST as men-
tioned previously. The schematic of the OMN is presented
in Fig. 7(a) and was realized through two steps. First, a ﬁxed
pre-matching network was required to overcome the tunabil-
ity limitation of the BST and to realize a broadband matching
network. The pre-matching network which consists of stepped
transmission line sections, shown in Fig. 7(a), was used to
transform the low optimum load impedances of the transistor
to appropriate impedances for the BST-based TMN.
Figure 7(b) shows the optimum load impedances of the pre-
matching network (Zopt/Pre) contours on Smith chart at differ-
ent output power levels of 44, 41, 38, and 35 dBm, respectively
over the design band. Next, the BST-based TMN structure
should provide the required (Zopt/Pre) over the design band-
width, and transform them directly to 50 V. Figure 7(a) illus-
trates the proposed circuit diagram of the TMN. The
thick-ﬁlm BST-based TMN was controlled by changing DC
voltages of both shunt varactors in order to provide these dif-
ferent pre-matched load impedances as shown in Fig. 7 and
capable to sustain a high-power level. In this design, the
required impedance area was relatively large as observed in
Fig. 7(b). Therefore, a high tuning control voltage range is
required to cover the whole area.
1) design and fabrication of the
bst-based tmn
Starting with the Zopt/Pre of the pre-matched PA as depicted in
Fig. 7(b), a TMN was designed and fabricated on a functional
layer of BST with a height of 3 mm. The measured tunability of
the utilized material (Fe-F co-doped Ba0.4Sr0.6TiO3) exhibits
tunability t(400 V ) ¼ 50% as mentioned previously.
The material sustains high voltages which empower fabri-
cation and design of components for high-power applications.
The thick-ﬁlm technology in combination with high tuning
voltages allow us to maintain the linearity of the whole
design which was investigated in [13] The detailed material
properties and fabrication of the co-doped BST layers have
been investigated and summarized in [19]. To overcome
Fig. 4. (a) Prototype of the PA. (b) The output matching network schematic.
Fig. 5. (a) Top view of IDC varactor pair. (b) Cross-section of the IDC with DC-bias-ﬁeld penetrating the BST layer.
Fig. 6. Tunability of an IDC with 15 mm ﬁnger gap.
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the limitation of breakdown through air at high power and the
high tuning voltage (higher than 400 V), the fabricated com-
ponents were coated with SU8 polymer photo resist, which
sustains electrical ﬁelds larger than 400 V/mm. Figure 8(a)
shows the photograph of the fabricated structure along with
its equivalent circuit. The initial values of the BST equivalent
circuit at zero control voltage is shown in Table 2.
The fabricated structure was measured in a 50 V system
using an Anritsu 37397C vector network analyzer (VNA)
with a semi-automatic on-wafer measurement system from
Cascade Microtech. To extract the insertion loss of the com-
ponent, the measured two port S-parameters were renorma-
lized according to [20]. Figure 8(b) shows the small-signal
measurement results obtained at room temperature. The
outer graph of Fig 8(b) shows the insertion loss extracted
from generalized S-parameters at different tuning voltage
levels 0–400 V. The inlay shows the input impedance on the
Smith chart for different tuning values at different frequencies.
Note that input impedances within the shaded areas can be
continuously matched by varying the bias voltage between 0
and 400 V. Detailed simulations and fabrication process can
be found in [21].
The application of bias voltage progressively reduces the
capacitance values down to 50% of the initial value at a bias
voltage of 400 V. For the small-signal measurements, voltages
higher than 400 V were not applied to keep a safety margin
since in large-signal operation the varactor will have to face
a combination of RF voltage and bias voltage. Nevertheless,
due to the passivation layer, the actual breakdown of the
component has shifted to higher values such that during the
large-signal measurements even larger bias values than
450 V have been applied without destroying the component.
Further increase in bias-voltage subsequently leads to a slight-
ly larger impedance transformation area than the one depicted
in Fig. 8(b).
The broadband tunable PA was realized on a Rogers 4003C
(1r ¼ 3.55) substrate with a thickness of 508 mm. The size of
the realized PA, shown in Fig. 9(a), is 8 cm × 5.5 cm. The sub-
strate area around the TMN was gilded to ensure a stable
contact between the BST and the rest of the OMN. The
TMN was bonded using gold bondwires as shown in
Fig. 7. (a) The output matching network schematic with pre-matching network and proposed circuit of the BST-based TMN structure. (b) Optimum
pre-matching impedances (Zopt/Pre) values at various output power across the desired band.
Table 2. Initial values of the BST equivalent circuit.
C1(0) (pF) C2(0) (pF) L1 (nH) L2 (nH)
5.8 2 2.2 1.6
Fig. 8. (a) Fabricated prototype and the equivalent circuit. (b) Small-signal measurement results of the fabricated TMN.
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Fig. 9(b). The inﬂuence of the bondwires was simulated to min-
imize its impact to the PA performance. The designed load-
modulated PA structure was completed using broadband bias
tees with the same IMN and stability networks as in CAP-PA
design. The PA was ﬁnally optimized for high power and efﬁ-
ciency at maximum and 6 dB OBO power operations. The
design was implemented to compare between the performance
using BST components and ﬁxed capacitors.
I V . MEASUREMENT RESULTS
A) Small-signal measurements
Both PAs were biased equal with VDD ¼ 28 V and IDQ ¼
135 mA to measure the small-signal gain. The CAP-PA
design showed a good agreement of small-signal gain with
simulated results of 15 dB across the whole bandwidth.
Figure 10(a) heeds the small-signal gain of the BST-PA
design. The ﬁgure illustrates the comparison between the
simulated and measured gain of the BST-PA design (solid
line and square symbols, respectively). The measured gain of
the designed PA was shifted down in frequency from the simu-
lated gain. The measured small-signal gain ranged between 11
and 15 dB across 1.6–2.0 GHz as shown in Fig. 10(a) (square
symbols). This frequency shift is due to the practical realization
of the BST-PA. More precisely, the tolerance of the gap
between the BST components and the main substrate as well
as the height of the bondwires caused unpredicted extra bond-
wire inductances on both sides of the BST. These tolerances
were simulated and speciﬁed to de-embed this frequency
shift effect. The gap between two substrates increased from
350 mm to ~550 mm, whereas the maximum height of the
bondwires also increased from 150 to ~250 mm. This results
in additional inductances on both sides of the BST structure
with approximately 0.3 nH as shown in Fig. 10(b). This
unavoidable inductance caused a 200 MHz frequency shift to
lower frequency band compared to the targeted bandwidth.
Hence, all measurement results of the BST-PA design were
shifted to compensate this frequency shift, and allowed a
detailed comparison between both designs. Figure 10(a)
heeds the measured de-embedded small-signal gain (circle
symbols). The measurement results of BST-PA will be pre-
sented based on the prescribed de-embedding technique.
However, higher insertion loss of the implemented BST as
well as additional inductances degraded the small-signal gain
at higher frequencies as shown in Fig. 10(b).
B) Large-signal measurements
A continuous wave (CW) input signal was used to perform
the large-signal measurements. After determining the
Fig. 9. (a) Prototype of the BST-PA. (b) Prototype of the BST.
Fig. 10. (a) Small-signal measurement of the frequency shifted BST-PA design. (b) De-embedding of the bondwire inﬂuences with two inductors.
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optimum drain bias of both PAs, the sensitivity of the PAs
performance against the gate bias voltage VGS was evaluated
by applying different gate-bias voltages. The output power
and efﬁciency were measured for each gate voltage. It was
observed that the performance could further be optimized
by the additional tuning of the gate bias voltage.
Therefore, the large-signal measurements were performed
for both designs in class C mode with a gate bias voltage
of VGS ¼ 24 V and a drain bias voltage of VDD ¼ 28 V.
This bias point results in deﬁnitely higher PAE at OBO
power levels compared to the class AB operation, due to
the less power consumption in class C mode. However, at
the maximum output power level, the efﬁciency is slightly
lower than that of the class AB mode, due to the lower gain
at maximum level compared to class AB. Experimentally,
Fig. 11 shows the PAE performance of the CAP-PA design
in class AB and class C mode at maximum and 6 dB OBO
power levels as well as at optimum load impedances of the
two output power levels based on Table 1 across the desired
band. The results demonstrated a slight difference in PAE per-
formance between the two modes of operation at maximum
output power level; whereas, at 6 dB OBO level, the PAE per-
formance in class C mode was better than that in class AB
mode in spite of the lower gain. This could be attributed to
the higher efﬁciency performance, due to the less power con-
sumption at back-off level.
1) maximum output power level
performance
Figure 12 heeds the performance of both designs at the
maximum output power level. In the CAP-PA, the capacitors
were adjusted to get maximum output power with high efﬁ-
ciency over the desired bandwidth. Figure 12(a) shows that
the maximum measured output power of 44.5 dBm with
drain efﬁciency of 65% and a gain of more than 11 dB
across the bandwidth. Moreover, the BST-PA design measure-
ment results are presented in Fig. 12(b). Basically, the
maximum drain efﬁciency at maximum output power was
sensitive to the control voltage of the BST (VC1 and VC2). It
is noticed, that the performance could further be enhanced
by increasing the control voltage to VC1 ¼ VC2 ¼ 450 V,
where the BST-based TMN could involve more range of the
required Zopt/Pre at maximum output power across the band.
The ﬁgure heeds that the design had a maximum output
power of 44 dBm with maximum drain efﬁciency of 70%
and a gain of 9 dB. Figure 12(b) also shows degradation in per-
formance at higher frequencies. This deviation could be
caused due to the increase of losses in BST-based TMN struc-
ture and the additional bondwire inductances on both sides of
the BST as mentioned previously.
2) drain efficiency evaluation
The comparison between the two designs in drain efﬁciency at
maximum as well as at 6 dB OBO level with and without
tuning the load was evaluated. Figure 13(a) shows the efﬁ-
ciency of the CAP-PA. The capacitance values of the OMN
were adjusted according to Table 1 in order to ensure
maximum available output power with maximum efﬁciency.
The measured efﬁciency ranged from 61 to 69% (ﬁlled triangle
symbols). However, at 6 dB OBO level and without tuning the
load impedances, the efﬁciency degraded to 32–40% (ﬁlled
square symbols). Tuning the load impedances of the OMN
by adjusting the capacitance value according Table 1, the efﬁ-
ciency could be enhanced to 45–60% (ﬁlled circle symbols). In
other words, 8–20% of efﬁciency enhancement in efﬁciency at
6 dB OBO range was achieved by adjusting the capacitance
value of the OMN (ﬁlled diamond symbols) across the band-
width. Whereas, Fig. 13(b) illustrates the drain efﬁciency per-
formance of the BST-PA at maximum and 6 dB OBO power
level as well as at two different controls biasing across the
whole band. The measured efﬁciency at maximum output
power level ranged from 59 to 70% (hollow triangle
Fig. 11. Measured PAE at maximum and 6 dB OBO range in class AB as well
class C mode at optimum load of maximum and 6 dB OBO of CAP-PA.
Fig. 12. Large-signal measurement results at maximum output power level versus the frequency. (a) CAP-PA at (C1 ¼ 0.6 pF and C2 ¼ 0.2 pF). (b) De-embedded
BST-PA at (VC1 ¼ VC2 ¼ 450 V).
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symbols) at VC1 ¼ VC2 ¼ 450 V. However, at the same TMN
control setup, the 6 dB OBO level efﬁciency degraded to 49–
51% (hollow square symbols). To improve the drain efﬁciency
over the whole band, the control voltages VC1 and VC2 were
re-adjusted to achieve the maximum available efﬁciency at
6 dB OBO level. Consequently, the bias voltages were tuned
to VC1 ¼ VC2 ¼ 0 V to achieve the optimum load impedances
at the 6 dB OBO range. As shown in Fig. 13(b), the enhance-
ment in efﬁciency was between 2 and 9% over the whole band-
width (hollow diamond symbols). The improvement in drain
efﬁciency of the BST-PA was lower than the CAP-PA.
Moreover, at 6 dB OBO range, the efﬁciency performance of
the BST-PA was signiﬁcantly better than the efﬁciency per-
formance of CAP-PA at the maximum setup for both
designs. This can be due to the BST thermal sensitivity
which will be introduced later. The ﬁnal comparison of efﬁ-
ciency performance between the two designs versus the fre-
quency is presented in Fig. 14(a).
The OMNs in both designs were adjusted for maximum
output power setup to ensure a maximum drain efﬁciency,
where in CAP-PA, the capacitance values were chosen based
on Table 1, and in BST-PA, the control voltages were adjusted
to 450 V.
The maximum efﬁciency of the CAP-PA was constant and
higher than 62%, whereas the efﬁciency of the BST-PA ranged
between 48 and 69% across the bandwidth. The signiﬁcant
degradation of efﬁciency at 2.1 to 2.2 GHz was caused
by the increase of the insertion loss of the BST structure and
the additional bondwire inductances as mentioned previously.
The OMNs of both designs were tuned to achieve maximum
drain efﬁciency at 6 dB OBO level based on analyses in
Sections II and III. Figure 14(b) heeds the efﬁciency at 6 dB
OBO of both designs. It is deployed that there was a good
agreement between the two PAs regarding the efﬁciency
enhancement. The ﬁxed CAP-PA had a back-off efﬁciency
ranging between 45 and 60%, and the BST-PA efﬁciency
ranged from 38 to 62.5% across the desired band.
At the center frequency 2.0 GHz, the drain efﬁciency per-
formance of both designs versus the output power sweep is
presented in Fig. 15. As introduced before, there was an
enhancement in drain efﬁciency performance by accommo-
dating the OMN based on the required output power level.
In the BST-PA, an enhancement of 12.5% was achieved by
re-adjusting the control voltages of the BST structure at
6 dB OBO power level, whereas in the CAP-PA design, the
efﬁciency performance was enhanced by 19% through adjust-
ing the capacitance values based on Table 1. Moreover, at 9 dB
OBO, a clear efﬁciency enhancement was achieved in both
designs. The BST-PA had an efﬁciency of 40% at maximum
setup (VC1 ¼ VC2 ¼ 450 V) of the control voltage, where it
was enhanced to 50% by changing the control voltage to
minimum setup VC1 ¼ VC2 ¼ 0 V.
Figure 15 also illustrates that the BST-PA had also relatively
better efﬁciency performance at OBO levels without re-tuning
Fig. 13. Efﬁciency performance of PAs across the bandwidth. (a) CAP-PA. (b) De-embedded BST-PA. At maximum output power (triangle symbols), at 6 dB
OBO with tuning (circle symbols), at 6 dB OBO without tuning efﬁciency (square symbols) and the improvement value (diamond symbols).
Fig. 14. Drain efﬁciency performance comparison of both designs CAP-PA and de-embedded BST-PA. (a) At maximum output power level. (b) At 6 dB OBO
level with tuning the load impedances.
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the control voltage compared to the CAP-PA which had a dra-
matically degradation. This effect is most likely related to the
effect of self-heating described in [22]. Precisely, at power
back-off the dissipated power is smaller, such that equilibrium
of heating and cooling is found at a lower temperature. The
decrease in RF-induced temperature has the same effect on
the permittivity as the reduction external electrical ﬁeld.
However, this thermal tuning of the varactor is slow compared
to the electrical tuning and therefore further investigations are
directed toward reduction of RF against thermal coupling.
V . CONCLUS ION
In this paper, two PA designs, a CAP-PA and a BST-PA, with
different tuning techniques were implemented to evaluate the
efﬁciency enhancement at back-off operation across 1.8–
2.2 GHz. The tunable OMN for the CAP-PA design, two
stages of the OMN were tuned by changing the shunt capaci-
tance values according to the output power level. The BST-PA
design contained a pre-matching network as well as tunable
BST-based TMN that provides variable capacitance based
on the applied biasing voltage at the BST control terminations
according to the output power level in order to obtain the
maximum efﬁciency at various output power levels. This
latter technique is used for the ﬁrst time as main part of the
OMN to improve the efﬁciency of the PAs at back-off level.
The maximum measured output power was higher than
44 dBm for both designs with 65% drain efﬁciency for the
CAP-PA design and around 60% of the BST-PA across the
bandwidth. The efﬁciency enhancement at 6 dB OBO in the
CAP-PA design across the bandwidth was between 8 and
20%, whereas the enhancement in the BST-PA was between
2 and 9% across the same bandwidth. From the efﬁciency
point of view, the CAP-PA design had nearly constant
maximum efﬁciency performance and better efﬁciency
enhancement compared to the BST-PA across the bandwidth,
due to the tuning limitation problem as well as the higher
insertion losses at higher frequencies of the BST and the add-
itional bondwire inductance. Nonetheless, the BST-PA
efﬁciency performance was clearly better than the CAP-PA
without tuning the control voltage due to the self-heating
impact. The regulation of the control voltage of the BST struc-
ture was manually performed to evaluate the BST-PA per-
formance. Further work is ongoing to design a dynamic
control system based on envelope tracking technique at
input side. Nevertheless, the BST-PA design is a promising
technique, which can be developed to be used in the future
RBSs. Therefore, a big challenge prevails to improve the tun-
ability range, and reduce the switching time, insertion loss,
and control voltage of the BST in order to use the BST in
dynamic load modulation PA. The selective inkjet printing
of the BST is ongoing to minimize the losses and hence to
further improve the performance of the PA.
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